
 

ACC-4 

FCCBL Карбон Блок AQUAFILTER Картридж с активированным                           
углем 

Картридж AQUAFILTER FCCBL изготовлен из прессованного активированного 
угля с пищевым допуском. 

Назначение:                                                                                                                  
Предназначен для очистки воды от хлора, органики и микроорганизмов.                           
Рекомендуется для предварительной очистки воды. 

Технические характеристики:                                                                                       
Типоразмер Slim Line / ВВ  5"-20" ( 2 1/2"- 4 1/2")                                                            
Рабочая температура от +2° до +40° С 

ВАЖНАЯ ИНФОРМАЦИЯ: Прополоскайте фильтр, пока фильтрованная вода 
не станет чистой (не менее 2-5 литров). 
Не используйте с водой, которая является микробиологически 
небезопасной или неизвестного качества без необходимой дезинфекции до 
или после системы. Картриджи предназначены для фильтрации только 
холодной питьевой воды. Мы рекомендуем регулярно проводить плановое 
техобслуживание и замену фильтрующего картриджа для правильной 
работы продукта. 
Неправильное использование, установка и обслуживание могут привести к 
повреждению имущества или затоплению. 
 
Ограниченная гарантия: AQUAFILTER гарантирует, что этот продукт не имеет 
дефектов материалов и производства. 
Данная ограниченная гарантия не распространяется на сбои, вызванные 
неправильным использованием, изменением или несоблюдением 
инструкций по установке или замене картриджа. 
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FCCBL Carbon Block AQUAFILTER Activated Carbon Cartridge 
 
 
The AQUAFILTER FCCBL cartridge is made of extruded food grade activated 
carbon. 
 
Purpose: 
 
Designed to purify water from chlorine, organics and microorganisms. 
Recommended for pre-treatment of water. 
 
Specifications: 
 
     Size Slim Line / BB 5 "-20" (2 1/2 "- 4 1/2") 
     Operating temperature from + 2 ° to + 40 ° С 
 
 IMPORTANT: Rinse the filter until the filtered water is clear (at least 2-5 liters). 
Do not use with water that is microbiologically unsafe or of unknown quality 
without the necessary disinfection before or after the system. Cartridges are 
designed to filter only cold drinking water. We recommend regular scheduled 
maintenance and replacement of the filter cartridge for proper product 
operation. 
Improper use, installation and maintenance may result in property damage or 
flooding. 
 
Limited Warranty: AQUAFILTER guarantees that this product is free from 
defects in materials and production. 
This limited warranty does not apply to failures caused by misuse, alteration, 
or non-compliance with instructions for installing or replacing the cartridge. 

 

 

 

 

 

 

 

ACC-4 : CARBON BLOCK CARTRIDGES 
ACC-4 Series cartridges have a high porosity design that helps prevent the cartridge from plugging before its 
adsorption capability is exhausted, maximizing the utilization of the carbon while maintaining low pressure 
drop. ACC-4 series Aquafilter carbon Block filter cartridge for VOC reduction is manufactured by extrusion, 
using mix blend GAC granular activated carbon media for improved reduction of chlorine taste and odor, and 
high adsorptive capacity. The 5-micron carbon block and is ideal for use as a reverse osmosis prefilter or 
postfilter.  

 

 

 

 

  


